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INTRODUCTION

Wide range expressions (interpolating polynomials) for displacements for standard ASTM fracture
testing specimeas are used in the measurement of J;, J-R, and R curve determination. They are used to
predict crack extension using the compliance unloading methods. Although they have not been used in
the measurement of K, or for fatigue crack growth testing, such expressions may be useful in these test
methods and could be incorporated in the standards for these tests in the future.

Attempts have been made in the past to develop appropriate expressions (refs 1-5). The work of
Saxena and Hudak (ref 1) concentrated on the compact specimens and bending samples. The work of
Kapp et al. (ref 2) attempted to address all of the specimens. The work of Wu (ref 3), Haagag and
Underwood (ref 4), and Underwood et al. (ref 5), dealt with bending samples. The purpose of this report
is to present expressions for all of the present standard specimens that are similar in form and accuracy.

PROCEDURE

The goals for the development of expressions are to develop expressions for displacement as a
function of crack length that are accurate over the widest possible range of crack length and agree with the
best available numerical analysis determination of displacement within about one percent or better. To
develop the inverse expressions (where the crack length is calculated from displacement measurements),
the following procedure was used. The developed displacement expression was used to determine the
interpolated values of displacement at various crack lengths. This displacement was normalized to some
form that can be used as a parameter to predict the crack length. Three forms of this parameter are
presented for comparison: one suggested by Saxena and Hudak (ref 1) and two suggested by Kapp et al.
(ref 2). Polynomials that are functions of the parameters were then fit to predict the relative crack length
(a/W) to within 0.0005 W or better. Such accuracy is possible for all of the specimens considered at all of
the displacement locations used for measurement with the exception of the arc tension sample. This is
because the arc tension sample has many forms and has two additional geometric parameters (eccentric
loading ratio (X/W) and radius ratio (r,/r,)). For this sample, it was not possible to predict relative crack
length to better than about *= 0.003 W.

The nondimensional form for displacement that will enable the determination of accurate
interpolating polynomials for opening displacement as a function of crack length is derived from the deep
crack limit and short crack limits and was suggested in Reference 2. This form applies to crack-mouth-
opening displacemeats for three-point bend samples.

EBv(1-qWy* _ (1)
aMwaw AW

where E’ is the effective modulus (E for plane stress and E/(1-v?) for plane strain, (v is Poisson’s ratio)), B
is the specimen’s through thickness, v is the total displacement, a is the crack length, W is the specimen
thickness, and M is the applied moment (PS/4 for three-point bending samples (where P is the applied
load)). This form has finite limits as the relative crack length (a/W) approaches both the short crack limit
(a/W = 0) and the deep crack limit (a/W = 1).

For load-line displacements for the compact and disk compact samples and crack-mouth-opening
displacements for arc tension samples, the form given by Eq. (1) is used, with M replaced by PW for both
compact samples and with P(X+W/2+a/2) for arc tension samples. A second modification for these
samples is that the a/W term in the denominator is removed. This term comes from the short crack limit
which is unknown for the compact samples and is too complicated for the arc tension sample. For
displacements other than load-line for compact specimens, the W term in the denominator is replaced by
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(1+4)W, where A is the distance from the load line to the point where the displacement is being
measured. Finally, for load-line displacements for three-point bending samples, the denominator includes
an M? term. The explicit form for each specimen and displacement location is presented below.

Another form of nondimensional displacement has been suggested as (ref 6)

- 2
E'Bw(1-a/W) = fa/W) (3)
15.8MW(1 +afW)*(a/W)

which is merely Eq. (1) with an additional (1+a/W)? term in the denomipator. This term was added in
Reference 6 for expediency in fitting and is not based on any derived limit solution. Since the goal of this
report was to determine interpolating polynomials for displacements that are accurate to within about one
percent or better, the (1+a/W)* term was not needed. The form of Eq. (1) was used for all of the
interpolating polynomials.

For the inverse expressions, three parameters have been suggested. The familiar form from
Saxena and Hudak is an empirical parameter

1
=

and a/W = {(U). This parameter has been used for many samples. It has finite limits as the value of
displacement approaches zero, a/W approaches zero and U approaches one. When v approaches infinity,
a/W approaches one and U approaches zero. Although the parameter has finite limits, as the
displacement approaches its two extremes, this parameter is unlike the nondimensional form of
displacement of Eq. (1) in that it was not derived from some known limiting solution. A derived form of
an inverse parameter was presented in Reference 2 based on the deep crack limit

Y
U-1- [ 15.8M (3)
E'Bwy

This form of U in Eq. (3) is the deep crack limit. Asv approaches infinity, U approaches a/W
and is found by algebraic manipulation of Eq. (1) without the a/W term in the denominator. Although
this form was first presented in Reference 2, it was dismissed as being an inadequate parameter, since it
has an infinite limit as the displacement approaches zero. The form chosen in Reference 2 as an
appropriate form was a combination of the two forms presented above

1
15.8M \* .1 4)
E'BWv

U =

This parameter has finite limits at both extremes. As v approaches infinity, /W approaches one
and U approaches one, and as v approaches zero, a/W approaches zero and U approaches zero. Using
this form, the coefficients of the interpolating polynomial are much simpler than the coefficients obtained
when using the form in Eq. (2).




In this report, all three forms are used. The restrictions on the use of the parameter in Eq. (3)
(the parameter blows up when the displacemeni and a/W approach zero) are meaningless since the forms
of Eq. (2) or (4) make their use at values of v approaching zero suspect. To demonstrate, the crack-
mouth-opening displacements for the SE(B) sample from Reference 7 are used to develop values of the U
parameters of Egs. (2) and (3). These parameters are plotted against a/W in Figure 1. Also shown in the
figure are the third, fourth, and fifth order least squares interpolating polynomials for each parameter. It
is clear that for both of these parameters, the short crack limit is reached. However, the manner in which
the limit is approached is inappropriate. All interpolating polynomials for both parameters predict a
negative crack length when the vaiue of the parameter approaches its short crack limit. This means that
none of these parameters are appropriate for predicting the crack length when the crack is smail.
Therefore, it was decided to limit the applicability of either of these two parameters to predicting the
minimum crack length for which there is accurate numerical determination of the value of the
displacement.

Saxena & Hudak {1] Equation (2)

Kapp et ai (2] Equation (4)

0.6
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0.4

0.2

0.0 y v
0.0 0.2 0.4 0.6 0.8 1.0 1.2
Parameter '

Figure 1. Comparison of the U parameters for SE(B) crack-mouth-opening
displacements for 0 < a/W =< 1.0.

Since the two parameters of Eqs. (3) and (4) were not used at very short crack lengths, the
derived parameter given as Eq. (3) can also be used, since this parameter only blows up when the
displacement is very small or when the crack length approaches zero. All three parameters were evaluated
for the SE(B) crack-mouth-opening displacements for values of a/W between 0.2 and 1.0 and are plotted
in Figure 2. Also plotted in the figure is the fifth order least squares interpolating polynomials for each
parameter. This plot shows that the interpolating polynomiais are appropriate in this case.
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Figure 2. Comparison of the U parameters for SE(B) crack-mouth-opening
displacements for 0.2 < a/W = 1.0.

RESULTS AND DISCUSSION

Displacements as a Function of Crack Length

The appropriate form of displacements as a function of crack length is given in Eq. (1). The
manner in which the left-hand side of Eq. (1) (f(a/W)) was determined was to normalize the numerical
data from the best available source according to the left-hand side of Eq. (1). The discreet values of
f(a/W) determined in this manner were coupled with the limit solution and the intermediate values of
f(a/W) were determined by least squares fitting. All of the results can be summarized as follows:

RaiW) = A, + A(aIW) + A @AW + A@W) + A(aW) + AfaWy® ()

The explicit form of f(a/W) for ail ot the specimens and the values of the coefficients are given in Table 1.

Some discussion of these results is necessary. First, not all of these polynomials were developed
for this report. In the table, if a reference number appears next to the specimen and location designation,
then the polynomial is from that reference. For the SE(B) (CM) displacements, a totally different form of
interpolating polynomial appears in E-813 and E-1152. This is the interpolating polynomial from
Reference 8. This polynomial is wrong. It does not approach the short crack limit correctly and was fit to
the uncorrected displacement solution in Reference 7. The corrected displacements for the SE(B) (CM)
were published in the errata of Reference 7. Furthermore, the interpolating polynomial reported in the
table for the SE(B) (CM) was not determined by fitting to all of the numerically determined displacements
in Reference 7. The displacement at a/W = 0.8 in the errata to Reference 7 is of questionable accuracy.
All of the other numerically determined displacements fall smoothly on a curve that approaches both the
deep and short crack limits, while the numerically determined value of displacement at a/W = 0.8 clearly
falls off of the smooth curve. It was decided to develop the polynomial reported in the table by excluding
the numerical displacement solution at a/W = 0.8.




The accuracy column addresses the accuracy of the interpolating polynomial with respect to the
numerically generated displacements. No attempt is made to give a aumber to the absolute accuracy of
the polynomials (the accuracy between the interpolating polynomials and the true displacement solutions).
The solutions used for the fitting are as follows: SE(B) (CM) (ref 7); SE(B) (LL) (ref 4); C(T), (LL), and
(CM) and D(T), (LL) and (CM) (ref 9); C(T) and C(W) (LL + 0.1576 W) (ref 10); and A(T) (refs 2 and
11). It is clear that for all of the interpolating polynomials, the accuracy requirement of within one
percent is met with the possible exception of the A(T) sampies. As previously stated, the A(T) sample
includes two additional geometric variables that must also be interpolated. The interpolation in terms of
eccentric loading (X/W) is not performed. There are only two standard specimens (X/W = 0 and X/W =
0.5). To maximize accuracy, a separate polynomial for each X/W is included. This eliminated one of the
interpolating variables. The other geometric variable of radius ratio (r,/r,) had to be addressed
empirically. The simplest way of accounting for the r/r, effect is with the use of the addition of the linear
function r,/r, as described in the table. This is just approximate, since the r,/r, effect is a function of a/W.
At short crack lengths, the r,/r, dependence is very strong, yet at deep crack lengths, the r,/r, effect is zero.
In between these limits, the effect of r,/r, is nearly constant and linear, allowing the use of such a simple
correction. However, there is a price that is to be paid, in that with the linear correction reported in the
table, the nondimensional form of f(a/W) does not approach the deep crack limit for a specimen with r,/r,
other than 1.0. This means that the interpolating polynomials for the A(T) samples are only accura:e over
the range of a/W from 0.2 to 0.8.

Crack Len as a Function of Displacement

The three forms for inverting polynomials given in Table 1 have been used. These are the
parameters given as Eqs. (2), (3), and (4). As with the polynomiais in Table 1, the crack length is
estimated by a polynomial

aW = Ay + AU + A,U* + AU + A U* + AU® (6)

where U is one of the parameters given in Eq. (2), (3), or (4). The major difference here is that the
parameter U is not based on the numerical results themselves, but by the calculated values of
displacement given by the polynomials in Table 1. This is done because of the manner in which it is
anticipated that the expressions will be used. First, at a known value of a/W, the displacement of a
specimen will be measured. This will enable the calcuiation of the effect modulus E’ by using one of the
polynomials in Table 1. The polynomials of the form of Eq. (6) will then be used to calculate crack
length. Since the specimen will be calibrated by the use of the interpolating polynomials, errors in crack
length measurement will be minimized if the inverse expressions (Eq. (6)) are fit to the calculated values
of displacement rather than the numerically determined values of displacement. The values of the
coefficients in Eq. (6) for each of the three forms of U given above are in Tables 2, 3, and 4.

A general discussion of the polynomials are that the required accuracy of = 0.0005 W is obtained
using all forms of the U parameter with th= exception of the SE(B), load-line displacements, and the A(T)
samples. In ilic case of SE(B) load-line displacements, the total displacement is the displacement due to
the presence of the crack plus the deflection with no crack present. All of the U parameters assume that
the crack length is a function of the square root of displacement. For the SE(B) load-line, the crack
length should be a function of the displacement plus something, all under the square root symbol (ref 2).
This means that a parameter other than the U parameters of Eq. (2), (3), or (4) should be used.
However, it was possible to predict crack lengths within 0.0005 W with a fifth order polynomial and U
according to Eq. (3). Using either Eq. (2) or (4) for the U parameter, only a fourth order polynomial is
reported in the tables. This is because the use of a fifth order polynomial with the Eq. (2) or (4) form of
U did not increase the accuracy, and a plot of these polynomials shows that the limits are approached in
an inappropriate manner. For the A(T) specimens, the errors are due to the fact that the r /r, effect on
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the U parameters is a function of crack length. Since we are attempting to calculate crack length, we
cannot use it to account for the errors in U parameter and then use the U parameter to calculate crack
length. Therefore, we must account for the r,/r, effect in an average way. This is the reason for the
inferior accuracy of the A(T) sample expressions.

Comparing the use of the different forms of U to predict crack length, the following general
observations can be made. Using the form of U in Eq. (2) resuits in inverse polynomials with coefficients
that are roughly geometrically increasing. A, is always about one, A, is about five, A, is about ten, A, is in
the hundreds, A, is in the thousands, etc. This means that all of the terms in the polynomials using this U
parameter contribute about the same to the calculation of a/W. Accordingly, this indicates that one must
be careful when calculating crack length using such polynomials. Using the U parameter of Eq. (4), and
in particular using Eq. (3), all of the coefficients are of approximately the same order. In these cases, the
terms increasing in order involving U contribute less to the total calculation. For these cases, the first few
terms are more important than the latter terms. With the use of the Eq. (3) or (4) forms of U, most of
the calculated a/W is obtained with the first few terms, suggesting that these forms may be more forgiving
of calculation error.

The calculation error discussion is presented because to calculate a/W using the inverted
polynomials in Table 2, 3, or 4, we do not use a directly measured independent variable to calculate the
dependent variable. For example, to use the interpolating polynomials in Table 1, we measure the crack
length, divide by a constant, and use that as the independent variable. When using the inverse
polynomials, we measure a slope (v/P or P~v), muitiply by some constants, invert the result, take a square
root, add or subtract a constant, and invert the resuit just to get the independent variable. Many
calculations are made before we use the interpolating polynomial to obtain the desired result--in this case,
the crack length. The possibility for calculation error in the evaluation of the independent variable (the U
parameter) is great. This leads me to argue that the best form of the parameter U to use for calculating
a/W is that form of U most resistant to errors in the parameter U itself, since all of the U parameters can
be used to calculate a/W accurately, if everything is done properly. '

It is beyond the scope of this work to perform a detailed analysis of calculation error on all of the
interpolating polynomials in Tables 2, 3, and 4. An indication of the results of such an error analysis can
be observed with a few numerical experiments on the use of all three forms of U for a single specimen.
The SE(B) crack-mouth-opening displacement expressions are chosen arbitrarily.

It is assumed that several types of calculation errors can occur. First, it is observed that the
coefficients of the interpolating polynomial necessary when using the U parameter in the form of Eq. (2)
have as many as six significant figures. The other forms require fewer. In particular, when using the Eq.
(3) form of U, there are only three significant figures except for the constant term which has four. It
should be pointed out that any constant term in any interpolating polynomial that has four decimal places,
the fourth decimal place was added artificially to minimize errors. One may be tempted to see how
accurate the expressions are when all of the coefficients are rounded to three significant figures. Table §
shows the comparison of calculating a/W with all forms of U and rounded coefficients on the interpolating
polynomials. The other forms of calculation error are rounding of the calculated U parameter. In Table
6, the effects of rounding the U parameter to six, four, three, and two decimal places are presented. The
effects of a relative percentage error in calculating the various U parameters are presented in Table 7.
Finally, the effect of an absolute error of 0.0001, 0.001, or 0.01 in the calculation of U are presented in
Table 8.

Discussing the effects of rounding the coefficients first, Table 5 presents two sets of calculations.
The first data set uses the correct form of U rounded to four decimal places (four decimal places were
used in the least squares fitting), and calculates a/W using interpolating polynomials with all of the
significant figures from Table 2, 3, or 4. The resuits show that a/W is predicted to within 0.0002 W for the
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Eq. (3) or (4) forms of U and within 0.0001 W for the Eq. (2) form of U. The second set of data again
uses the correctly calculated U to four decimal places, but now with the coefficients of the interpolating
polynomials rounded to three significant places. The errors in calculating a/W are, of course, increased.
In this case, the maximum error is 0.0004 W for the Eq. (3) form, -0.0007 W for the Eq. (2) form, and -
0.0023 W for the Eq. (4) form. This means that the Eq. (3) form of U is most insensitive to the effects of
significant figures of the interpolating polynomials.

The effects of rounding the calcuiated value of U using all of the significant figures in the
coefficients of the interpolating polynomials are presented in Table 6. There are three sets of calculations:
one for each form of U. For each case, the calculated U is rounded to six, four, three, or two decimal
places. The first set of calculations deals with the form of U given by Eq. (2). The effects of rounding the
U parameter are interesting. First, when rounded to four decimal places, the error calculated in a/W is +
0.0001 W, but when rounded to six decimal places, the error increases to * 0.0002 W. When rounded to
three or two decimal places, the errors are = 0.0008 and 0.009 W (maximum), respectively. Using the
form of U given by Eq. (4) (the second set of data), the same accuracy = 0.0002 W is obtained with
rounding to either six or four decimal places. The error is increased to -0.0008 W maximum when U is
rounded to three decimal places, and when rounded to two decimal places, the maximum error is -0.0062
W. When using the form of U given by Eq. (3), the error is = 0.0003 W when the U parameter is
rounded to either six, four, or three decimal places and is only -0.0028 W maximum when the parameter is
rounded to only two decimal places. These results show clearly that the form of U parameter that is least
sensitive to rounding of the U parameter is the form given in Eq. (3).

The next for™ of calculation error addressed is calculating the U parameter correctly to six
decimal places, addir -, either 0.1, 1, or 5 percent, then rounding to four decimal places. The errors in the
calculation of a/W for each form of U are presented in Table 7. The first set of data uses U in the form
of Eq. (2). Miscalculating the U parameter by 0.1 percent will introduce a mazimum error of -0.0006 W in
the calculation of a/W, a 1 percent miscalculation results n an error of about -0.004 W at all crack lengths,
and a 5 percent miscaiculation results in about a -0.02 W error at all crack lengths. With the form of U
parameter of Eq. (4), a 0.1 percent miscalculation of U causes an error that varies from 0.0003 to 0.001 W,
a 1 percent miscalculation results in 2a error that varies from 0.005 to 0.0098 W, and a 5 percent
miscalculation results in an error that varies from 0.027 to 0.048 W. Considering the form of U given by
Eq. (3), a relative miscalculation of 0.1 percent causes errors that vary from 0 to 0.0006 W, a 1 percent
miscalculation causes errors that vary from -0.001 to 0.0049 W, and a 5 percent miscaiculation causes
errors from -0.005 to 0.024 W. It is difficult to say which form of U is least sensitive to relative
miscalculations of the U parameter. It can be argued that when using U in the form of Eq. (2), the errors
are more consistent (they are roughly equal at all crack lengths). For consistency to be a concern,
however, it must be known that a miscalculation has been made. The meter that must be used to
determine which form is more resistant to relative miscalculation errors is to determine which form will
give the p*~st accurate estimate of a/W over the widest range of a/W. Using this, it is clear that the form
of U given by Eq. (3) is the most accurate.

The final kind of calculation error that may be cncountered is an absolute error. Tabie 8
examines this. The absolute calculation errors are introduced in the following manner. First, the correct
form of the parameter is determined, then added to it are either 0.0001, 0.001, or 0.01. The result is
rounded to four decimal places, and the errcneous value of U is used to calculated a/W. Comparisons of
the effects of these kinds of errors are pre.ented in the same manner as above. Using the form of U given
by Eq. (2), a miscalculation error of 0.0001 causes errors in the caiculation of a/W of as much as -0.0005
W, a miscalculation of 0.001 in U causes errors that vary from -0.0018 to -0.0036 W, and a miscalculation
of 0.01 in U results in errors of between -0.0168 and -0.0344 W. Using the form of U given by Eq. (4), a
miscalculation of 0.0001 increases the accuracy of the interpolating polynomial to = 0.0001 W. A
miscaliculation of 0.001 in U causes a uniform error of about 0.0013 W, and a miscaiculation of 0.01 in U
results in an error of about 0.014 W. With the form of U in Eq. (3), the effect of a miscalculation of U by
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0.0001 has no effect on the accuracy of the predicted a/W. A miscalculation of 0.001 in the form of U of
Eq. (3) causes errors that vary from 0.0003 to 0.0008 W, and a miscalculation of 0.01 results in errors
ranging from 0.0024 to 0.0075 W. Clearly, the form that is most resistant to absolute miscalculation errors
is the form given by Eq. (3).

SUMMARY AND CONCLUSIONS

Wide range expressions have been developed for all of the standard specimens presently used to
determine K, J;, K-R, and J-R. One set of expressions give displacements as a function of crack length.
A second, third, and fourth group give crack length as a function of displacement usin{’ three ways of
normalizing the displacements. All of t.ie expressions for displacements as a function of crack length
agree with numerical displacement solutions to within about one percent or better. Also, all of the
expressions that give crack length as a function of displacements will give calculated values of a/W within
0.0005 W or better. The interpolating polynomials for displacements as a function of crack length and
crack length as a function of displacement are used in tandem. That is, the inverse expressions for crack
length as a function of displacements were fit such that they invert the interpolating polynomials for
displacement as a fuuction of crack length. Since all three forms of the inverse expressions give results of
about the same accuracy, an analysis was performed to determine which form of normalized displacement
should be used to calculate crack length. The form that appears to give the best results is derived from
the deep crack limit solution.
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TECHNICAL REPORT INTERNAL DISTRIBUTION LIST

CHIEF. DEVELOPMENT ENGINEERING DIVISION
ATTN: SMCAR-CCB-DA
-bC
-DI
-DR
-DS (SYSTEMS)

CHIEF. ENGINEERING SUPPORT DIVISION
ATTN: SMCAR-CCB-S
-SD
-SE

CHIEF. RESEARCH DIVISION
ATTN: SMCAR-CCB-R

-RA

-RE

-RM

-RP

-RT

TECHNICAL LIBRARY
ATTN: SMCAR-CCB-TL

TECHNICAL PUBLICATIONS & EDITING SECTION
ATTN: SMCAR-CCB-TL

OPERATIONS DIRECTORATE
ATTN: SMCWvV-0DP-P

DIRECTOR. PROCUREMENT DIRECTORATE
ATTN: SMCWV-PP

DIRECTOR. PRODUCT ASSURANCE DIRECTORATE
ATTN: SMCWV-0A

NO. OF
COPIES

[ T

NOTE: PLEASE NOTIFY DIRECTOR. BENET LABORATORIES. ATTN: SMCAR-CCB-TL. OF

ANY ADDRESS CHANGES.




TECHNICAL REPORT EXTERNAL DISTRIBUTION LIST

ASST SEC OF THE ARMY
RESEARCH AND DEVELOPMENT
ATTN: DEPT FOR SCI AND TECH
THE PENTAGON

WASHINGTON, D.C. 20310-0103

ADMINISTRATOR

DEFENSE TECHNICAL INFO CENTER
ATTN: DTIC-FDAC

CAMERON STATION

ALEXANDRIA. VA 22304-6145

COMMANDER

US ARMY ARDEC

ATTN. SMCAR-AEE
-MCAR-AES. BLDG. 321
SMCAR-AET-Q, BLDG. 351N
SMCAR-CC
SMCAR-CCP-A
SMCAR-FSA
SMCAR-FSM-E
SMCAR-FSS-D, BLDG. 94

NO. OF
COPIES

12

SMCAR-IMI-I (STINFQ) BLDG. 58

PICATINNY ARSENAL, NJ 0Q780G6-5000

DIRECTOR

US ARMY BALLISTIC RESEARCH LABORAJRY

ATTN: SLCBR-DD-T, BLDG. 305

ABFRDEEN PROVING GROUND, MD 21005-5066

C RECTOR

US ARMY MATERIEL SYSTEMS ANALYSIS ACTV

a1 AMXSY-MP

ABERDEEN PROVING GROUND, MD 21005-5071

COMMANDER

HO, AMCCCM ‘

ATTN: AMSMC-IMP-L

ROCK ISLAND, IL 61299-6000

NOTE:

N = 5 3 s 3 3 pa

1

1

NC. OF
COPIES

COMMANDER

ROCK ISLAND ARSENAL

ATTN: SMCRI-ENM

ROCK ISLAND, IL 61299-5000

DIRECTOR

US ARMY INDUSTRIAL BASE ENGR ACTV
ATTN: AMXIB-P
ROCK ISLAND. IL 61299-7260
COMMANDER

US ARMY TANK-AUTMV R&0 COMMAND
ATTN: AMSTA-DDL (TECH LIB;
WARREN, MI 48397-5000

COMMANDFR

US MI_ITARY ACADEMY

ATTN: DEPARTMENT OF MECHANICS
W™ LT POINT, .v [u986-1792

L ARMY MISSILE COMMAND

REDSTONE SCIENTIFIC INFO CTR
ATTN- DOCUMENTS SECT, BLDG. 4484
REDSTONE ARSENAL, AL 35898-5241

COMMANDER

JS ARMY FGN SCIENCE AND TECH CTR
ATTN: DRXST-SD

220 7TH STREET, N.E.
CHARLOTTESVILLE, VA 22901

COMMANDER

US ARMY LABCOM

MATERIALS TECHNOLOGY LAb
ATTN: SLCMT-IML (TECH LIB)
WATERTOWN, MA 02172-0001

CENTER, US ARMY AMCCOM, ATTN: BENET LABORATORIES, SMCAR-CCB-TL,

WATERVLIET, NY

12189-4050, OF ANY ADDRESS CHANGES.

p—t

..

PLEASE NOTIFY COMMANDER, ARMAMENT RESEARCH, DEVELOPMENT, AND ENGINEERING




TECHNICAL REPORT EXTERNAL DISTRIBUTION LIST (CONT'D)

NO. OF
COPIES

COMMANDER

US ARMY LABCOM, ISA
ATTN: SLCIS-IM-TL

2800 POWDER MILL ROAD
ADELPHI, MD 20783-1145

COMMANDER

US ARMY RESEARCH QFFICE
ATTN: CHIEF, IPO

P.0. BOX 12211

RESEARCH TRIANGLE PARK, NC

DIRECTOR
US NAVAL RESEARCH LAB
ATTN: MATERIALS SCI & TECH DIVISION

CODE 26-27 (DOC LIB)

WASHINGTON, D.C. 20375

DIRECTOR

US ARMY BALLISTIC RESEARCH LABORATORY

ATTN: SLCBR-IB-M (DR. BRUCE BURNS)

ABERDEEN PROVING GROUND, MD 21005-5066

NOTE:

27709-2211

—

1

COMMANDER

AIR FORCE ARMAMENT LABORATORY
ATTN: AFATL/MM

EGLIN AFB, FL 32542-5434

COMMANDER

AIR FORCE ARMAMENT LABORATORY
ATTN: AFATL/MNF

EGLIN AFB, FL 32542-5434

MIAC/CINDAS
PURDUE UNIVERSITY
2595 YEAGER ROAD

WEST LAFAYETTE, IN 47905

NO. OF
COPIES

PLEASE NOTIFY COMMANDER, ARMAMENT RESEARCH, DEVELOPMENT, AND ENGINEERING

CENTER, US ARMY AMCCOM, ATTN:
WATERVLIET, NY

BENET LABORATORIES, SMCAR-CCB-TL,
12189-4050, OF ANY ADDRESS CHANGES.




